
TECHNICAL SPECIFICATIONS 

PreTreater Pro is the key to achieving 
top-quality prints, consistency in repeated 
jobs and improved washability, while 
saving on liquid costs. 

MAX SPRAY AREA              41 x 60 cm (16.1 x 23.6 in)
SPRAYING METHOD           Y axis movement precision spraying

SPRAYING DIRECTION        Uni-Directional
NOZZLES                4 nozzles x 0.53mm orifice diameter, 80o   

spraying angle 
LIQUID QUANTITY               

SELECTION
14-40ml

NUMBER OF TANKS           4 x 5Lt tanks: 2 x pretreatment liquids, 
1 x cleaning liquid, 1 x maintenance tank

DIMENSIONS                        L104xW84xH66cm
WEIGHT                                104kgr
POWER 100-120V / 200-240 V, 50-60Hz, 250W

Range: 15-30°C (59-86°F) with 30-70%
relative humidity
Ideal: 22-26°C (71.6- 78.8°F) with 55% RH

OPERATING 
CONDITIONS

A HIGH-END PRE-TREATMENT 
MACHINE FROM AN EXPERT
DTG PRINTER MANUFACTURER!
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PreTreater Pro takes the stress out of the pretreating process. 
Enjoy precision spraying capabilities that will seamlessly prepare 
your garments for amazing prints.

Invest in your DTG business success with the 
right pre-treatment machine!

41x60cm true spray area (4 nozzles)
Simple cleaning procedure.
Two liquid supported with automatic 
liquid switch.

“Barcode Ready”
Scan to spray automation 
feature (stores spray area 
and liquid quantity).

Advanced Job & 
Liquid Consumption  
Calculators
Easily keep track of your 
production.

7” color touch screen 
with modern UI
Enjoy intuitive messages and 
a helpful notification system 
to avoid user errors.

Easy access Tank Storage Compartment 
4x5Lt commercial replaceable tanks ( 2x pretreat, 
1x cleaner, 1x waste), to avoid messy situations 
during refills and enjoy a clean workspace.  

Distinctive anti-corrosion Isolation 
Chamber (Box-in-a-Box design)  
Minimize rust and prolong your machine’s lifespan. 

Accurate Liquid 
Quantity selection 
per 1 ml
Spray the right liquid amount 
avoiding costly experiments.

Auto Liquid 
Re-circulation System 
Gain liquid homogeneity, 
prevent sedimentation and 
ensure a consistent spraying 
pattern on every t-shirt.

Precise Spray Area 
selection 
“Linear” (min. 10x1cm) & 
“Grid” (min. 15x10cm) edit 
modes, to only spray your 
desired area and save on 
liquids.
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